
Max.

Bolt size

Free

Speed
Weight

Sound

Pressure

Vibration

Level

mm RPM ft/lb Nm ft/lb Nm kg dBA m/s2

AT-1015 18 8500 650 881 820 1111 2.1 1/4" 3/8" 91.5 8.1

AT-1097 16 9500 550 743 660 891 2.4 1/4" 3/8" 91.5 6.8

AT-6089B-6 35 3600 1800 2440 2200 2982 11.7 1/2" 1/2" 101.5 15.3

NO. 483 SEC.1, SANRONG ROAD, WURI TOWNSHIP, TAICHUNG 414, TAIWAN

TEL: 886-4- 23363668    FAX: 886-4-23103706   EMAIL: christine@emaxpowers.com

Model No.
Working Torque Max. Torque Air Inlet

Size

Air Hose

I.D.

TNT MANUFACTURING Co., Ltd
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PALM SANDER

AT-7582A 2" or 3" ORBITAL ANGLE SANDER AT-7582B 2" or 3" NON-ORBITAL 

AT-7582P 2" or 3" ANGLE POLISHER (2600 RPM) ANGLE SANDER (VELCRO) 

Free

Speed

Orbit

Dia

Net

Weight

RPM mm mm inch CFM l/min kg

AT-7582A
2" or 3"

(Velcro)
16,000 3 5/16"-24 UNF 120 4.7 1/4" 3/8" 3.1 88 0.69

AT-7582P 
2" or 3"

(Velcro)
2,600 - 5/16" -24 UNF 121 4.7" 1/4" 3/8" 3.1 88 0.79

AT-7582B
2" or 3"

(Velcro)
20,000 - 5/16"-24 UNF 103 4.1 1/4" 3/8" 3.1 88 0.67

AT-7582E 2" (ROLOC) 20,000 - 1/4" -20 UNC 124 4.9 1/4" 3/8" 3.1 88 0.7

AT-7249A PALM 3 IN 1 ANGLE SANDER / CUT OFF / GRINDER

AT-7249B PALM 4 IN 1 ANGLE SANDER / CUT OFF / GRINDER

Free

Speed

Orbit

Dia

Net

Weight

RPM mm mm inch CFM l/min kg

AT-7249A 2" 20,000 - 1/4"-20 UNC 124 4.8 1/4" 3/8" 3 84 0.8

AT-7249B 2" 20,000 -
1/4"-20 UNC

5/16"-24 UNF
124 4.8 1/4" 3/8" 3 84 0.84

PISTOL HAMMER PALM GRINDER

SWIVEL EXHAUST

AT-2820 AIR PISTOL HAMMER AT-7243 1/4" (6MM) AIR PISTOL ANGLE GRINDER

Blow Per

Minute

Chisel

Dia.

Net

Weight

 BPM MM mm inch CFM l/min kg

AT-2820 125MM 4,500 10.14 Front 150 5.8 1/4" 3/8" 3.1 88 0.88

Free

Speed
Collet

Net

Weight

RPM MM/IN. mm inch CFM l/min kg

AT-7243 0.35 HP 20,000 6 (1/4") 0.29 134 5.3" 1/4" 3/8" 3.1 88 0.7

Avg. Air

ConsumptionModel No.
Horse

Power (HP)

Vibration

(m/S2)

Overall Length
Air Inlet Air Hose

Avg. Air

Consumption

Model No. Size Exhaust
Overall length

Air Inlet Air Hose

Avg. Air

Consumption

Model No. Disc Size Spindle
Overall length

Air Inlet Air Hose

AT-7582E 2" AIR POLISHING

 SANDER (ROLOC) 

Model No. Disc Size Spindle
Overall length

Air Inlet Air Hose

Avg. Air

Consumption
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MINI ANGLE GRINDER

AT-7382A   ORBITAL ANGLE SANDER

AT-7243A MINI ANGLE GRINDER (LEVER) AT-7782A MINI NIB / SPOT TOOL AT-7382AP  POLISHING TOOL 

AT-7243B MINI ANGLE GRINDER (KNOB)  (2" OR 3" PAD)  2600 RPM

Free

Speed
VIBRATION

Net

Weight

RPM m/S2 mm inch CFM l/min kg

AT-7243A 1/4" (6mm) 20,000 2.34
A: LEVER

(B: KNOB)
91 3.58" 1/4" 3/8" 3.1 88 0.4

Free

Speed

Orbit

Dia

Net

Weight

RPM MM mm inch CFM l/min kg

AT-7782A 0.1 5,000 3MM
SIDE

SWIVEL
125 4.92 1/4" 3/8" 3.1 88 0.55

AT-7382A 0.35 16,000 3 5/16" -24 UNF 117 4.6" 1/4" 3/8" 3.1 88 0.73

AT-7382AP 0.35 2,600 - 5/16" -24 UNF 117 4.6" 1/4" 3/8" 3.1 88 0.73

2 IN 1 MINI STRIPPING & GRINDING TOOL (PAD/ CUTTER EXCLUDED) 

GRINDER PAD

ABRASIVE DISC CUTTER

STRIPPING PAD

AT-7649G  2" MINI STRIPPING & GRINDING 2 IN 1 TOOL 

AT-7649P  2" MINI STRIPPING & POLISHING 2 IN 1 TOOL 

3 IN 1 TOOL 

Free

Speed

Orbit

Dia

Net

Weight

RPM MM IN. MM CFM l/min kg

AT-7649G 0.35 20,000 - SIDE SWIVEL
3.89/3.

9
99/100 1/4" 3/8" 3.1 88 0.6

AT-7649P 0.35 20,000 - SIDE SWIVEL 3.74/3.2 95/81 1/4" 3/8" 3.1 88 0.48

AT-7649 0.35 20,000 - SIDE SWIVEL 4.56 116 1/4" 3/8" 3.1 88 0.6

MINI BEVELING TOOL

AT-5216M MINI BEVELING TOOL

SOUND: 81/92dBA (Power) 

Free

Speed

BEVELING

RANGE

Net

Weight

RPM MM IN. MM CFM l/min kg

AT-5216M 0.35 20,000 0.1-1.0
SIDE

SWIVEL
3.46 88 1/4" 3/8" 3.1 88 0.55

Avg. Air

ConsumptionModel No.
Horse

Power (HP)
Exhaust

HEIGHT
Air Inlet Air Hose

Avg. Air

Consumption

AT-7649    3" DISC AIR MINI GRINDER 

Model No.
Horse

Power (HP)
Exhaust

HEIGHT

(GRINDER /

SANDER)
Air Inlet Air Hose

Avg. Air

Consumption

Model No.
Horse

Power (HP)
Exhaust

Overall Length
Air Inlet Air Hose

Model No. Collet
Trigger

Type

Height
Air Inlet Air Hose

Avg. Air

Consumption
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Orbital Sander applicable in the INTELLIGENT ROBOT
Horse Power: 0.2 HP

AT-4002/3NS DUAL ACTION SANDER AT-4004/5NP POLISHER SANDER AT-4006/7NR ROLOC PAD SANDER

Orbit
Free

Speed
Measurement

Sound

Level
Vibration

mm RPM mm L/MIN CFM dBA m/S2 kg lb

AT-4002NS 2" M6 3 (1.5) Rear 15000 L95 x H91 0.4 14.1 1/4" 79 <2.5 0.61 1.34

AT-4003NS 3" M6 3 (1.5) Rear 15000 L95 x H91 0.4 14.1 1/4" 79 <2.5 0.61 1.34

AT-4004NP 2" 5/16"-24 F - Rear 2500 L115 x H91 0.4 14.1 1/4" 79 <2.5 0.71 1.56

AT-4005NP 3" 5/16"-24F - Rear 2500 L115 x H91 0.4 14.1 1/4" 79 <2.5 0.71 1.56

AT-4006NR 2" 1/4"-20M - Rear 15000 L110 x H92 0.4 14.1 1/4" 79 <2.5 0.61 1.34

AT-4007NR 3" 1/4"-20M - Rear 15000 L110 x H92 0.4 14.1 1/4" 79 <2.5 0.61 1.34

Orbital Sander applicable in the INTELLIGENT ROBOT
Horse Power: 0.2 HP

AT-4008(9)N Orbit Sander AT-4010 Orbit Sander AT-4011 Orbit sander

Orbit
Free

Speed
Measurement

Sound

Level
Vibration

mm RPM mm L/MIN CFM dBA m/S2 kg lb

AT-4008N 5" 5/16"-24 Female 5 (2.5/9) Rear 12000 L150*H88 0.3 10.5 3/8" 82 <2.5 1.05 2.31

AT-4009N 6" 5/16"-24 Female 5 (2.5/9) Rear 12000 L150*H88 0.3 10.5 3/8" 82 <2.5 1.05 2.31

AT-4010 3-1/2" x 7" - 2.5 Rear 9000 L176*H104 0.3 10.5 3/8" 82 <2.5 1.26 2.77

AT-4011 3" * 4 M5 x P0.8 3 (1.5) Rear 9000 L105*H76 0.26 9.2 3/8" 82 <2.5 0.84 1.85

Net

Weight

MODEL NO. Pad Size
Tool Spindle

Thread

Exhaust

Type

Avg. Air Cons.

Air

Inlet /

Hose

size

Net

Weight

MODEL NO. Pad Size
Tool Spindle

Thread

Exhaust

Type

Avg. Air Cons.

Air

Inlet /

Hose

size

** Orbital diameter ( ) for optional      
www.emaxtools.com



How to drill out rivets ? By using Air Angle Drill (Applicable to the AIRCRAFT)

** Remove rivets by drilling off the head and punching hout the shank as illustrated

Threaded type (Applicable to the AIRCRAFT) 
POWER: 0.4 HP (0.5HP) 

EXHAUST: ADJUST SIDE 

AT-9217 AIR ANGLE DRILL (0.4HP/ 4000RPM) AT-9218  45∘AIR ANGLE DRILL   (0.4HP/ 4000RPM)

AT-9217L EXTEND AIR ANGLE DRILL (0.4HP/ 4000RPM) AT-9218L  EXTNEDED 45∘AIR ANGLE DRILL  (0.4HP/ 4000RPM)

AT-9222 AIR ANGLE DRILL (0.5HP/ 3600RPM) AT-9221  45∘AIR ANGLE DRILL ( 0.5HP/ 3600RPM)

AT-9222L EXTEND AIR ANGLE DRILL  (0.5HP/ 3600RPM) AT-9221L  EXTNEDED 45∘AIR ANGLE DRILL ( 0.5HP/ 3600RPM)

Free

Speed
Air Con.

Sound

Pressure

Vibration

Level

RPM kg lb mm inch l/min dBA m/s2

AT-9217 1/4"-28 4000 0.64 1.40 240 9.45 84 1/4" 3/8" 81.5 <2.5

AT-9217L 1/4"-28 4000 0.75 1.65 308 12.13 84 1/4" 3/8" 81.5 <2.5

AT-9218 1/4"-28 4000 0.64 1.40 256 10.40 84 1/4" 3/8" 81.5 <2.5

AT-9218L 1/4"-28 4000 0.75 1.65 333 13.07 84 1/4" 3/8" 81.5 <2.5

AT-9222 1/4"-28 3600 0.86 1.90 259 10.24 99 1/4" 3/8" 82 <2.5

AT-9222L 1/4"-28 3600 1.00 2.20 327 12.88 99 1/4" 3/8" 82 <2.5

AT-9221 1/4"-28 3600 0.86 1.90 274 10.83 99 1/4" 3/8" 82 <2.5

AT-9221L 1/4"-28 3600 1.00 2.20 351 13.82 99 1/4" 3/8" 82 <2.5

MECHANISM 

Two Gear 

Model No.
Spindle

Thread

Weight Length Air Inlet

Size

Air Hose

I.D.
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Collet type (Applicable to the AIRCRAFT) 
POWER: 0.4 HP (0.5HP) 

EXHAUST: ADJUST SIDE 

AT-9238 AIR ANGLE DRILL  (0.4HP/ 4000RPM) AT-9239  45∘AIR ANGLE DRILL  (0.4HP/ 4000RPM)

AT-9238L EXTEND AIR ANGLE DRILL (0.4HP/ 4000RPM)AT-9239L  EXTNEDED 45∘AIR ANGLE DRILL  (0.4HP/ 4000RPM)

AT-9241 AIR ANGLE DRILL (0.5HP/ 3600RPM) AT-9240  45∘AIR ANGLE DRILL  (0.5HP/ 3600RPM)

AT-9241L EXTEND AIR ANGLE DRILL (0.5HP/ 3600RPM)AT-9240L  EXTNEDED 45∘AIR ANGLE DRILL (0.5HP/ 3600RPM)

Free

Speed
Air Con.

Sound

Pressure

Vibration

Level

RPM kg lb mm inch l/min dBA m/s2

AT-9238 2.4-5.9mm 4000 0.64 1.40 240 9.45 84 1/4" 3/8" 81.5 <2.5

AT-9238L 2.4-5.9mm 4000 0.75 1.65 308 12.13 84 1/4" 3/8" 81.5 <2.5

AT-9239 2.4-5.9mm 4000 0.64 1.40 256 10.40 84 1/4" 3/8" 81.5 <2.5

AT-9239L 2.4-5.9mm 4000 0.75 1.65 333 13.07 84 1/4" 3/8" 81.5 <2.5

AT-9241 2.4-5.9mm 3600 0.86 1.90 259 10.24 99 1/4" 3/8" 82 <2.5

AT-9241L 2.4-5.9mm 3600 1.00 2.20 327 12.88 99 1/4" 3/8" 82 <2.5

AT-9240 2.4-5.9mm 3600 0.86 1.90 274 10.83 99 1/4" 3/8" 82 <2.5

AT-9240L 2.4-5.9mm 3600 1.00 2.20 351 13.82 99 1/4" 3/8" 82 <2.5

Chuck type (Applicable to the AIRCRAFT) 
POWER: 0.4 HP (0.5HP) 

AT-9220

AT-9220L )

AT-9224

AT-9224L )

AIR ANGLE DRILL (0.4HP/ 4000RPM) AT-9219 45∘AIR ANGLE DRILL (0.4HP/ 4000RPM)

EXTEND AIR ANGLE DRILL (0.4HP/ 4000RPM     AT-9219L EXTNEDED 45∘AIR ANGLE DRILL (0.4HP/ 4000RPM) 

AIR ANGLE DRILL (0.5HP/ 3600RPM) AT-9223 45∘AIR ANGLE DRILL (0.5HP/ 3600RPM)

EXTEND AIR ANGLE DRILL (0.5HP/ 3600RPM)    AT-9223L EXTNEDED 45∘AIR ANGLE DRILL (0.5HP/ 3600RPM)

Free

Speed
Air Con.

Sound

Pressure

Vibration

Level

RPM kg lb mm inch l/min dBA m/s2

AT-9220 3mm (1/8") 4000 0.64 1.40 240 9.45 84 1/4" 3/8" 81.5 <2.5

AT-9220L 3mm (1/8") 4000 0.75 1.65 308 12.13 84 1/4" 3/8" 81.5 <2.5

AT-9219 3mm (1/8") 4000 0.64 1.40 256 10.40 84 1/4" 3/8" 81.5 <2.5

AT-9219L 3mm (1/8") 4000 0.75 1.65 333 13.07 84 1/4" 3/8" 81.5 <2.5

AT-9224 3mm (1/8") 3600 0.86 1.90 259 9.45 84 1/4" 3/8" 81.5 <2.5

AT-9224L 3mm (1/8") 3600 1.00 2.20 327 12.13 84 1/4" 3/8" 81.5 <2.5

AT-9223 3mm (1/8") 3600 0.86 1.90 274 10.40 84 1/4" 3/8" 81.5 <2.5

AT-9223L 3mm (1/8") 3600 1.00 2.20 351 13.07 84 1/4" 3/8" 81.5 <2.5

Two Gear 

Model No.
Chuck

capacity

Weight Length Air Inlet

Size

Air Hose

I.D.

MECHANISM 

Two Gear 

9/32”-40 thread + COLLET 2.4-

5.9mm (optional)

Model No. collet size
Weight Length Air Inlet

Size

Air Hose

I.D.
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INDUSTRIAL ANGLE GRINDER   1.4 HP / 2.3 HP

AT-7054 1.4 HP 4" Air Angle Grinder (Side) 
AT-7055 1.4 HP 5" Air Angle Grinder  (Rear) 

AT-7055HD 2.3 HP 5" AIR Angle Grinder (Rear) 

AT-7057HD      2.3 HP 7" AIR Angle Grinder (Rear)

Free

Speed

Wheel

Size
Air Con.

Sound

Pressure

Vibration

Level

RPM mm/inch mm inch l/min dBA m/s2

AT-7054 M10*1.5 12,000 100/4" Side 214 8.30 184 3/8" 3/8" 95 5.5

AT-7055 M10*1.5 12,000 125/5" Rear 214 8.30 184 3/8" 3/8" 95 5.5

AT-7055HD
M14*2

5/8"-11
12,000 125/5" Rear 234 9.10 195 3/8" 1/2" 79 5.2

AT-7057HD
M14*2

5/8"-11
7,600 180/7" Rear 234 9.10 170 3/8" 1/2" 79 5.2

INDUSTRIAL ANGLE SANDER   2.3 HP

AT-7155HD 2.3 HP 5" Air Angle Sander AT-7157HD 2.3 HP 7" Air Angle Sander

Free

Speed

Wheel

Size
Air Con.

Sound

Pressure

Vibration

Level

RPM mm/inch mm inch l/min dBA m/s2

AT-7155 M14*2 12,000 125/5 Rear 265 10.30 195 1/2" 3/8" 79 5.2

AT-7157 M14*2 8,500 180/7 Rear 291 11.30 178 1/2" 3/8" 79 5.2

Model No.
Spindle

Thread
Exhaust

Length Air Inlet

Size

Air Hose

I.D.

Model No.
Spindle

Thread
Exhaust

Length Air Inlet

Size

Air Hose

I.D.
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AT-7156                2.3 HP AIR WET SANDER W/O WHEEL GUARD

AT-7055HDW      2.3HP  5" AIR ANGLE WET GRINDER  (REAR)



AIR IMPACT WRENCH (TWIN HAMMER)

AT-5201 1/2" DR AIR IMPACT WRENCH AT-5204 1/2" DR AIR IMPACT WRENCH 

AT-5301 3/4" DR AIR IMPACT WRENCH (OIL BATH) w/hang ring

Max. Bolt

size

Free

Speed
Weight

Sound

Pressure

Vibratio

n Level

mm RPM ft/lb Nm ft/lb Nm kg dBA m/s2

AT-5201 M20 8200 1.78 1/4" 3/8" 92 8.1

AT-5204 M20 7000 1.9 1/4" 3/8" 92 8.1

AT-5301 M22 8200 2 1/4" 3/8" 92 8.1

AIR SCREWDRIVER (ECONOMICS VERSION)

TWO HAMMER

AT-4403 1/4" Air screwdriver (Two hammer) 4-5mm

AT-4604 1/4" Air screwdriver (Two hammer) 6-8mm

Screw

Capacity

Free

Speed
Weight

Sound

Pressure

Vibratio

n Level

mm RPM ft/lb Nm mm inch kg dBA m/s2

AT-4403 4-5 13,500 50 68 175 6.8 0.68 1/4" 3/8" 90 3.7

AT-4604 6-8 8,500 90 122 188 7.3 0.94 1/4" 3/8" 90 4.9

1"DR LIGHT DUTY IMPACT WRENCH TWIN HAMMER 
COMPOSITE BODY - STRAIGHT TYPE

Screw

Capacity

Free

Speed
Weight

mm RPM ft/lb Nm ft/lb Nm kg mm inch

AT-6182 35 5500 2,000 2,712 2,500 3,375 7 1/2" 1/2" 403 15.8

Air Inlet

Size

Air Hose

I.D.

Length

Model No.
Working Torque Length Air Inlet

Size

Air Hose

I.D.

7KG

Model No.
Working Torque MAX TORQUE Air Inlet

Size

Air Hose

I.D.

650 884 820 1,115

Model No.
Working Torque Max. Torque
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Torque Tester

Hydraulic Oil 32# TT-9001/ TT-9101/ TT-9201/ TT-9301

Hydraulic Oil 68# TT-9401

TT-9001 TT-9101         TT-9201

0~50Ft/lb Torque Tester 30~200Ft/lb Torque Tester

TT-9301 TT-9401

500-2000FT/LB TORQUE TESTER 700-3600 FT/LB TORQUE TESTER

Socket Size
Screw

Size
Application Gauge Weight

mm mm ft/lb KG/CM2 mm inch mm inch mm inch kg

TT-9001 10 & 6.35 10 0-50 150 190.6 7.40 191.2 7.50 246.7 9.60 4.46

TT-9101 21 11 30-200 70 & 300 291.7 11.40 112.3 4.40 312.2 12.2 10

TT-9201 38 28 200-1000 200 & 500 349.9 13.60 152.3 5.9 381.6 14.9 23.9

TT-9301 46 40 500-2000 200 & 400 410.4 16.00 193.8 7.6 444.7 17.3 47.2

TT-9401 80 50 700-3600 70 & 200 820.0 32.00 492.6 19.2 841.7 32.8 280

200~1000Ft/lb Torque Tester

Model No.
Height Width Length
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20V BRUSHLESS POWER TOOLS

NO. 483 SEC.1, SANRONG ROAD, WURI TOWNSHIP, TAICHUNG 414, TAIWAN

TEL: 886-4- 23363668    FAX: 886-4-23103706
EMAIL: christine@emaxpowers.com



CL-2015S

CL-2014S 3600RPM 50NM/ 110NM /
180NM 4.0Ah li-ion 0.89

CL-2015S 3600RPM 100NM / 150NM/
220NM 4.0Ah li-ion 0.97

40NM (MAX) ;
DRILL CAPACITY
IN WOOD: 35MM;
IN STEEL:13MM

1.074.0Ah li-
ion1500RPM20V 1/4" IMPACT DRIVER DRILLCL-2016S

20V 1/4" IMPACT DRIVER

CL-2016S    DRIVER DRILL

20V BRUSHLESS IMPACT DRIVER
CL-2014S

MODEL SPEED BATTERY
WEIGHT

(KG)PRODUCT TORQUE

20V 1/4" IMPACT DRIVER

NO. 483 SEC.1, SANRONG ROAD, WURI TOWNSHIP, TAICHUNG 414, TAIWAN

TEL: 886-4- 23363668    FAX: 886-4-23103706
EMAIL: christine@emaxpowers.com



CL-4024W

CL-4024W 2800RPM 90NM / 135NM/
240NM 4.0Ah li-ion 0.89

CL-4065W 1900RPM 650NM (MAX) 4.0Ah li-ion 2.32

20V BRUSHLESS IMPACT WRENCH

BATTERY
WEIGHT

(KG)

CL-4065W

20V 1/2" IMPACT WRENCH

20V 1/2" IMPACT WRENCH

NO. 483 SEC.1, SANRONG ROAD, WURI TOWNSHIP, TAICHUNG 414, TAIWAN

TEL: 886-4- 23363668    FAX: 886-4-23103706
EMAIL: christine@emaxpowers.com

IMPACT WRENCH

MODEL PRODUCT SPEED TORQUE



1/2" ULTRA COMPACT ANGLE AIR IMPACT WRENCH
JUMBO HAMMER

360∘exhaust air guidance

Reduced vibrations

Overall size: 88*265mm

Weight
Sound

Level

MM RPM

AT-4337R 19MM 9000 400 542 450 610 1.26 1/4" 3/8" 83dB 1.26 2.78

3 STAGE F/R 

Net Weight

lb

Vibration

m/S2

5.1

Air

Hose

I.D

Website: www.emaxtools.com 
EMAIL: christine@emaxpowers.com 

MODEL NO.

Kg

Max. Bolt

Size
FREE SPEED

Air

Inlet /

Hose

size
kgdBA

WORKING

TORQUE
MAX TORQUE

NMFT/LBNMFT/LB



OIL FREE RANDOM ORBITAL PALM SANDER

LOW CENTER & ERGONOMICS DESIGNED

WEIGHT BALANCED SANDING PAD REDUCE VIBRATION 

AVG. AIR

CON.

dBA dBA

WBS5-5NF 81 91 1/4" 3/8" 550 0.78 1.72

WBS5-5CF 95 106 1/4" 3/8" 545 0.83 1.83

WBS5-5SF 84 95 1/4" 3/8" 514 0.84 1.85

WBS5-6NF 90 100 1/4" 3/8" 493 0.84 1.85

WBS5-6CF 94 105 1/4" 3/8" 481 0.89 1.96

WBS5-6SF 85 96 1/4" 3/8" 484 0.9 1.98

Website: www.emaxtools.com 
EMAIL: christine@emaxpowers.com 

12500

12500

5

5

CENTRAL VACUUM

SELF GENERATED 

INCREASED PORT SIZE FOR BETTER

VACUUM CATURE RATE

CENTRAL VACUUM

SELF GENERATED 

NON-VACUUM

RPM

FREE SPEED
MODEL NO.

Air

Inlet

Net Weight

kg lb

Air

Hose

I.D

Sound

Level

Sound

Level

(Power)

NON-VACUUM

VACUUM MODE

L/MIN

ORBIT 

MM

12500

5

5

5

5

12500

12500

12500
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